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Electrical Motor 1200 watt, 2-stage peripheral discharge motor

Volts 115V

Canister Capacity 12 gallons 

Hose 25 feet of 1.5 inch crush-proof hose

Power Cable 50 feet

CFM 131

Water Lift 96 inches

Size 17.9 in. x 31.5 in. x 15.8 in.

Machine Weight 30.2 lbs

Shipping Weight 50 lbs.

 Warranty Machine: Parts & Labor - 1 yr* 
*Excludes consumable wear items

AVAILABLE MODELS

product Description

technical data

AVAC12P_PDS 04/23

The optional accessory kit 
includes a 2-bend S wand, 
Nozzle w/felt, Nozzle w/bristles, 
plastic extension wand, and 
crevice tool. 

Our water-based TimberGuard 
line of floor coatings, cleaners, 
and sealers offers superior 
protection for your hardwood 
floors. 

The Super 7R is a powerful, 
versatile, and easy to use wood 
floor edger.

07228A - 115V Dust Containment System

07228B - 230V Dust Containment System (approved for sale in Australia)

07228C - 115V Dust Containment System (Approved for sale in Canada)

TMB225161 - Standard Accessory Kit (optional)

Specifications are subject to change without notice.

The AVAC 12-P Dust Containment System 
offers high suction and exceptional filtration. 
Designed with non-marking gray wheels and 
casters, as well as a center mount locking 
inlet, the vacuum easily follows the operator 
while he/she works. 

Recommended products
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Powerful two-stage motor provides 131 CFM air flow.

16 gallon tank allows for full 12 gallons of dust collection.

Durable steel filter basket.

Non-marking front caster wheels allow the vacuum to easily follow the operator.

Easy access latches provide quick removal of the vac head.

Center mount locking inlet securely fastens hose to vacuum.

Includes one 25-foot, 1.5” diameter hose with angled nozzle.
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